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BIO-KINETIC® SYSTEM LOCKING LUGS|

GASKETED DISCHARGE
FLANGE ASSEMBLY \

SINGULAIR® TANK OUTLET COUPLING |
10.4° DIAMETER EFFLUENT LINE

_BIOKINETIC® SYSTEM DISCHARGE DETAIL

BIO-KINETIC® BYSTEM MOUNTING B
CASTING AND COVER /
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NOTE! TOTAL SYSTEM CAPACITY: 1,800 GALLONS
RATED CAPACITY: 750 GALLONS PER DAY

GENERAL NOTES!

(11 SINGULAIR® AERATOR, AS TESTED AND
ACCEPTED BY NSF,

' FALL THROUGH SINGULAIR™ PLANT
FROM INLET INVERT TO OUTLET INVERT
1S FOUR INCHES, INLET INVERT I8
TWELVE INCHES BELOW TANK TOP.

i ON DEEPER INSTALLATIONS, PRECAST
RISERS MUST BE USED TO EXTEND
AERATOR MOUNTING CASTING AND
BIOKINETIC® SYSTEM MOUNTING
CASTING TO GRADE. INSPECTION
COVER ON PRETREATMENT CHAMBER
MUST BE DEVELOPED TO WITHIN
TWELVE INCHES OF GRADE,

4 TANK REINFORCED PER AC| 8TD, 318-05.

5 REMOVABLE COVERS DN RISERS WEIGH
IN EXCESS OF SEVENTY-FIVE POUNDS
EACH TO PREVENT UNAUTHORIZED
ACCESS,

B CONTACT THE LOCAL, LIGENSED
SINGULAIR® DISTRIBUTOR FOR
ELECTRICAL REQUIREMENTS,
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